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Laboratory Report Reference ABCD7305Laboratory Report Date 14-Mar-13Receipt Date 12-Mar-13Sample Date § 10-Mar-13

Comment

Sample Number
Analysis Date
Sample Date §
Lab Reference
Unit Life §
Oil Life §
Oil Added §
Ticket Number §

11  *
14-Mar-13
10-Mar-13
ABCD7305
-
-
-
-

10
19-Feb-13
16-Feb-13
ABCD7105
-
-
-
-

9
24-Jan-13
15-Jan-13
ABCD6881
-
-
-
-

8  *
17-Jan-13
11-Dec-12
ABCD6858
-
-
-
-

7
15-Nov-12
12-Nov-12
ABCD6607
-
-
-
-

6
09-Oct-12
06-Oct-12
ABCD6436
-
-
-
-

5
20-Sep-12
15-Sep-12
ABCD6361
-
-
-
-

4  *
29-Jun-12
23-Jun-12
ABCD6118
-
-
-
-

3
14-Mar-12
11-Mar-12
ABCD5823
-
-
-
-

2
03-Jan-12
11-Dec-11
ABCD5560-2

-
-
-
-

Physical Condition
Viscosity at 40°C (M002) cSt 156153158158154146142167146150
Viscosity at 100°C (M002) cSt 15.214.914.915.214.914.514.115.714.614.7
TAN (M007) mgKOH/g 2.452.502.723.153.032.061.834.11  *1.731.93
TBN (M006) mgKOH/g 3.0  *3.63.23.0  *3.33.73.72.6  *4.13.9
IpH (M016) pH Units 5.355.915.665.215.555.996.944.906.226.85
Oxidation (M017) Abs/cm 1916171615961989
Nitration (M017) Abs/cm <1<1<11<1<1<14<1<1
Water (M017/23/26) % wt <0.05<0.05<0.05<0.05<0.05-0.029<0.05<0.05<0.05<0.05
Glycol (M017) POS/NEG NEGNEGNEGNEGNEGNEGNEGNEGNEGNEG
Sulphur (M015) ppm 6900670064006000550045004400620042004300
Chlorine (M015) ppm <50<50<50<50<50<50<50<50<50<50

Spectrographic Analysis
Iron (M019) ppm 4353332535
Aluminium (M019) ppm 2122231123
Chromium (M019) ppm <1<11<1<1<1<12<11
Copper (M019) ppm 10101186531036
Lead (M019) ppm 22121<1<16<12
Tin (M019) ppm <1<1<1<1<1<1<1<11<1
Silicon (M019) ppm 2222222222
Sodium (M019) ppm <1<11<1<12<1122
Boron (M019) ppm <1<1<1<1<1<1<1<1<1<1
Potassium (M019) ppm
Manganese (M019) ppm <1<1<1<1<1<1<1<1<1<1
Molybdenum (M019) ppm <1<1<1<1<1<1<1<1<11
Nickel (M019) ppm <1<1<1<1<1<1<1<1<1<1
Silver (M019) ppm <1<1<1<1<1<1<1<1<1<1
Titanium (M019) ppm <1<1<1<1<1<1<1<1<1<1
Phosphorus (M019) % wt 0.03010.03300.02900.03000.03340.03560.03310.03450.03130.0328
Zinc (M019) % wt 0.03710.03710.03640.03680.03950.04150.03780.04110.03630.0414
Calcium (M019) % wt 0.13900.14590.12630.13590.14360.15200.12740.13900.13810.1414
Magnesium (M019) % wt 0.00050.00050.00050.00060.00070.00070.00070.00060.00070.0008

Spectro is a trading name of Palace International Ltd., Spectro and the Spectro logo are registered trademarks. Registered office. Palace Gate, Odiham, Hampshire, RG29 1NP, UK. Company Registration No. 03134942
Copyright © 2015 Spectro. All rights reserved.

Spectro | Hatchwood Place | Farnham Road
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APPROVED BY:
COLIN STEVENS-HOARE
CHIEF CHEMIST

Opinions and interpretations included in this report are outside the scope of UKAS/SAS accreditation.
The validity of this report may depend on the accuracy of the sample data supplied.
Caution, this is an extract from the complete test results.
Reports with the same laboratory reference may contain a different selection of tests.
All tests carried out in accordance with in house documented methods.
By authority of Richard Medhurst - Quality Officer
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